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1.  Lay polythene 50 mm up boxing.

5.  Remove 20 mm of XPS to prepare 
for corners. Keep offcuts to use on 

internal corners.

2.  Slide corner on first board & keep 
corner flush to top of QuickEdge. Add 

a screw to secure.

6.  Fit the next board into the corner, 
then repeat Step 4 and secure 

QuickEdge to the form.

3.  Place first board with corner into 
formwork over polythene.

7.  Add 35mm Tek Screws in predrilled 
holes, with a 5–10mm gap.

4.  Insert three Tek Screws per 
QuickEdge to formwork, located 30 

mm from top edge.

8.  For Taper, add 5 engineers screws 
to threaded inserts. For Ultra / Brick, 

hand-turn 5 screws into top cap.
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9.  Fit joiner to form with one screw. 
Measure from joiner to form, removing 

20 mm for corner.

16.  Measure 200 mm from top of 
formwork and mark. Insert three Tek 
Screws per QuickEdge to formwork.

10.  Fit aluminium corner to board, 
slide joiner to finish wall, then secure 

to formwork as needed.

13.  When joining QE Taper to QE 
Brick, ensure there is a sufficient gap 

to allow for brick rebate.

11.  Measure from formwork to 
formwork and remove 20 mm at each 

end for corners.

14.  Before installing QE Brick, 
measure 100 mm from top of 

formwork and mark.

12.  Measure external corner to 
internal corner, taking 20 mm off 

external corner only.

15.  Install QE Brick at marked spot 
and insert supplied 35 mm Tek Screws 

into back of QE Brick as per Step 7.
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